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Technical Manual

JBL 8350
SPECIFICATIONS

ACOUSTIC & ELECTRICAL SPECIFICATIONS:
• Nominal Impedance: 8 ohms
• Power Rating: 350W Continuous Pink Noise

1400W Peak
• Frequency Response: 75 Hz - 17 kHz (±3 dB)
• Frequency Range: 60 Hz – 19 kHz (-10 dB)
• Maximum Peak SPL: 130 dB/1m
• Sensitivity: 99 dB-SPL half-space / wall-mounted

97 dB-SPL free-field 
2.83V @ 1 Meter

• Crossover Frequency: 1.4 kHz

SYSTEM COMPONENTS:
• Enclosure: (Not For Sale)
• Grille: 128-00413-00
• Low Frequency JBL M110-8, 250mm (10 in.)

Transducer: 64 mm (2.5) voice coil 
• DC Resistance: 5 ohm ± 10%

• High Frequency 25mm (1in.) exit
Transducer: 38 mm (1.5 in) voice coil (2408H-1)

• DC Resistance: 6.2 ohms ± 5%

SYSTEM COMPONENTS: (Cont’d)
• Crossover Network: 365584-001

AURAL SWEEP TEST SPECIFICATIONS:
A. System Aural Sweep Test: 7.0V Input, 20 Hz to 20 kHz
B. L.F. Aural Sweep Test: 10.0V Input, 10 Hz to 1 kHz
C. H.F. Aural Sweep Test: 1V Input, 1 kHz to 10 kHz

PHYSICAL SPECIFICATIONS:
• Enclosure Dimensions: 457mm x 457mm x 260mm D

(18.0 x 18.0 x 10.25 in. D)

• Shipping Weight: 21 lbs. (9.5 kg) 

WARRANTY INFORMATION:
• Refer to Warranty Statement packed with each product.
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Driver, Low Freq 
M110-8
(365354-001X)

Driver, High Freq
2408H-1
(365011-001X)
Diaph Repl
D8R2408-1

Filler
991-00162-00

Carton
990-00160-00 Side Filler

991-00167-00

Poly Bag
74357
32x32x.0015

1.15mH
0.27 Ohm

0.31mH
0.11 Ohm

0.45mH
0.20 Ohm

0.26mH
0.70 Ohm

1.5mH
0.19 Ohm

2.4uF
250V
± 2%

6.8uF
100V

6.8uF
100V

4.4uF
100V

9.0uF
250V
± 2%

12.0uF
100V

12.0uF
100V

2.0uF
250V

2.0 Ohm
10W

2.2 Ohm
10W

1.0 Ohm
10W

GRN   + T.250

GRN/BLK - T.187

Connector, Molex
#39-28-1023

SCHEMATIC (365584-001)

Network
365584-001

Wire Harness
365597-001

-  +

-  +

GRN/BLK

GRN
YEL/BLK

YEL

+

-

NOTE: INDIVIDUAL PARTS FOR THE ABOVE CROSSOVER ARE NOT AVAILABLE.
A COMPLETE REPLACEMENT ASSEMBLY SHOULD BE ORDERED.
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JBL 8350
COMPONENT EXPLODED VIEW

Gasket
360-01003-00 Speaker, 

High Freq
2408H-1
(365011-001X)
Diaph Repl
D8R2408-1

Screw (8)
70593
8 x 1/2
PNHDTRILOBULAR

Screw (16)
724-90016-32
10 x 2
HILO BLK,
PH .32 DIA
HEAD

Screw (4)
806-31010-16
1/4-20 x 1
TRUSS PH BLK ZINC

Nut (4)
833-42041-00
10-24 
Spring, BLK, Oxide, MCS, R

Speaker, 
Low Freq 
M110-8
(365354-001X)

Dome
31385-07

Network
365584-001

Wire Harness
365597-001

Screw (6)
862-41210-08
6 x 1/2
Do not Exceed
2”/lbs to avoid
stripping
PAN PH TYPE
AB, BLK ZINC,
LCS

Screw (1)
724-90015-24
#10 HI-LO, 1.5
IN. PH,PNHD,
BLK

Baffle
380-00073-01

Grille Assy
128-00413-00

Enclosure 
for 8350
(Not For Sale)

Enclosure
Gasket
382-00335-01

Label
364424-001


