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Technical Manual

JBL C25AV-LS/WH
SPECIFICATIONS

ACOUSTIC & ELECTRICAL SPECIFICATIONS:
• Nominal Impedance: 8 Ohms (in by pass)
• Power Capacity: 200W Continuous Program Power

100W Continuous Pink Noise
• Frequency Range: 90 Hz to 20 kHz (–10 dB)
• Rated Maximum SPL: 107 dB @ 1m (3.3ft) average

113 dB peak
• Nominal Sensitivity: 87 dB SPL,1W @ 1m 
• Crossover Frequency: 3.1 kHz

SYSTEM COMPONENTS:
• Cabinet: Not For Sale
• Grille: 443333-001,443333-002 (WH)
• Low Frequency 130mm (5.25 in.) with polypropy-

lene coated cone with 
WeatherEdge surround, 25 mm
(1 in) voicecoil on kapton former
(442263-001)

• DC Resistance: 5.6 ohm ±5% Copper Wire

SYSTEM COMPONENTS: (cont’d)
• High Frequency Driver: 20mm (.75) titanium coated PEI

(123-00002-00)
• DC Resistance: 6.5 ohm ±5% Copper Wire
• Crossover Network: 442262-001
• Transformer Taps: 60W 30W, 15W, (&7.5W @ 70V) 

AURAL SWEEP TEST SPECIFICATIONS:
A. System Aural Sweep Test: 7.0V Input, 20 Hz to 22 kHz
B. L.F. Aural Sweep Test: 7.0V Input, 20 Hz to 1.2 kHz
C. H.F. Aural Sweep Test: 2.83V Input, 2 kHz to 22 kHz

PHYSICAL SPECIFICATIONS:
• Enclosure Dimensions: 236mm x 186mm x 159mm D

(9.3 x 7.4 x 6.3 in. D)
• Shipping Weight: 19 lb. (8.6 kg.) (pair)

(Net Weight 8.4 lb ea, 3.8 kg ea.)

WARRANTY INFORMATION:
• Refer to Warranty Statement packed with each product.

Warranty 59660
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SCHEMATIC (442262-001) JBL C25AV-LS/WH
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JBL C25AV-LS/WH
COMPONENT EXPLODED VIEW

Logo
950-00041-01

Screw (2)
443335-001 
950-00007 (WH)

Hex Wrench
885-00019-00
6mm x 4

Screw (4)
443341-001
Woofer

Ball Mount Assy
179-00002-00
179-00002-01 (WH)

Nut (2)
443357-001
7/16 x 20

Screw (2 ea)
443341-001
443342-001

Logo
Spacer 
443334-001

Baffle
Not for Sale)

Screw (4)
443343-001

Transformer Switch Assembly
562-00038-00

Switch
546-00003-00

O Ring
443344-001

Switch Plug
921-00008-00

Pivot
888-00026-00

Screw
443346-001

Enclosure Plate
888-00025-00

Screw (4)
443345-001

Network
442262-001

Lamp (2)
SK3Enclosure Assembly

(Not Available for
Sale)

Driver, High Freq.
123-00002-00

Gasket
443339-001

Grille
443333-001 
443333-002 (WH)

Screw (6)
443336-001

Screw (4)
443340-001

Hardware Kit
179-00005-00

Driver, Low Freq.
442263-001


